Technical
Specification
Inverters For
Fluorescent Lamps

No Relay 24 Volt AC/DC 50 Volt AC/DC 110 Volt AC/DC
Canned Unit PV288 V289 PV290
PCB Version 19288 19289 19290
Power Input BLF Power Input BLF Power Input BLF
AC DC AC DC | AC  DC AC DC
1IVA  43W 044 036 | 1LVA  396W 050 043
oA AW C14VA - 4LT3W 065 051
6W (225mm) 13VA SOW 056 041 | 16VA  52W 085 on
WTCS _ 13VA SS5W 039 038  16VA 52w 062 049
8W (300mm) ISVA 63W 060 047 | 18VA  63W 070 057
No Relay 24Volt AC/DC 50 Volt AC/DC 110 Volt AC/DC
Canned Unit PV190 V191 V192
PCB Version 19720 19721 19722
Power Input BLF Power Input BLF Power Input
AC_ DC_AC_ DC | AC_ DC___AC_ DC | AC DC
WTCS VA 1IW_ 060 040 | 23VA 1IW 054 045 | 26VA  9W
1NWICS C2VA 13W 040 031 20VA_ 1AW 049 041 | 32VA 1IW
13WTCD, TCT C21VA 13W 051 041 | 30VA  15W 054 044 | 3IVA_ MW
16W 20 2VA 16W 042 032 | 32VA  16W 049 038 | 33VA 12w
2VA 15W 050 045 | 3IVA  16W 050 041 | 35VA  13W
BW o VA 13W 049 040 | 28VA 14W 037 031 | 32VA 12W
18/20W T8 21V 14W 029 019 | 33VA  17W 035 029 | 35VA 13w
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